
IP NETWORK CAMERA

AUDIO&VIDEO

SETUP LIVE

SYSTEM > MAINTENANCE

CONFIGURATION

UPGRADE

Import configuration IMPORT

FACTORY DEFAULT

WDP-84ML2M

1.1.5

20160114094836

20160114095932

20160114095932

Resets all parameters, except IP, to the original factory settings.
Resets all parameters to the original factory settings.

Reboot the Weldex Network Camera.

Export configuration EXPORT
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Kernel Version

File System Version

Application Version

Update firmware UPGRADE

RESTORE

DEFAULT

REBOOT
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SYSTEM
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MAINTENANCE
LOG
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BROWSE

BROWSE

Use this page to perform firmware upgrade, import/export settings, restore factory default and
Reboot the device.

*Caution : The default IP is 192.168.0.200 – if there is no DHCP server present
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WDP-84ML2M Quick Installation Guide
Camera Cable Connections

VLC Media Player 2.0.6[or Higher version] Setup

IP Scan Software Setup 

Installing the camera on a wall

Video Profile Setup

Maintenance Setup

Software Download

Web Viewer Login

H.264, MJPEG Video Stream values can be configured independently of each other.

IP NETWORK CAMERA

AUDIO&VIDEO

SETUP  LIVE

AUDIO&VIDEO > VIDEO PROFILE

STREAM1[H264]

STREAM2 [MJPEG]

Use

1280X720

30

VBR

MEDIUM target max bitrate : 6000kbps

Key Frame Interval

1280X720

5

50 min:5 max:95

Save

30

Resolution
Frame Rate
Bit Rate Control
Image Quality
GOP

Use
Resolution
Frame Rate
Quality

NETWORK

EVENT

SYSTEM

▪ Default Resolution : 1280x720
    640x480, 800x480, 800x600, 1024x768,  
    1280x720, 1280x1024, 1920x1080 
▪ Frame rate : 1 ~ 30
▪ Bit Rate Control : CBR / VBR
▪ Image Quality : LOW / MEDIUM / HIGH
  Default : MEDIUM
▪ GOP : 1 ~ 30 default 30

▪ Default Resolution : 1280x720
    640x480, 800x480, 800x600, 1024x768,  
    1280x720, 1280x1024, 1920x1080 
▪ Frame rate : 1 ~ 30
▪ MJPEG Quality : 5 ~ 95 
  Default : 50

Windows Security

The server 192.168.0.169 at Restricted Files requires a username and
password.

Warning : This server is requesting that your username and password be
sent in an insecure manner(basic authentication without a secure
connection).

User name

Remember my credentials

OK Cancel

Password

⑪

■ Camera connections
   The orientation HSD-USB extension cable is not reversible. 
   Connect the Ⓐ side to the camera and Ⓑ side to the control box.

12V/24VDC
Power Supply

Plug DC Jack LAN 

Milestone
VMS

Laptop IP Router

NVR Desktop

Network

■ The WDP-84ML2M is also POE (Power Over Ethernet) 
    compatible. 

ⒷⒶ

Change the Camera’s Network settings
IPScan v1.0.4.A1

Search

IP Camera count :

Device Name IP Address MAC Address Model Name Firmware Version

WDX-00189C05... 11.22.33.103 0.5.23

0.5.16
0.5.20

0.5.16

0.5.23

0.5.21
0.5.23

1.1.5

0.5.23

0.5.20
00-18-9c-05-00-d3 WDP-17S05MF

WDP-4602MXV
WDP-4602MXV

WDP-84ML2M
WDP-84ML2M
WDP-4608MXV
WDP-17S05MF
WDP-17S05MF
WDP-4602MXV

WDP-17S05MF00-18-9c-05-00-3e
00-18-9c-05-05-44
00-18-9c-05-05-4c
00-18-9c-05-00-f1
00-18-9c-05-00-5a
00-18-9c-05-00-70
00-18-9c-05-00-af
00-18-9c-05-00-e8
00-18-9c-05-05-4a

192.168.0.171

192.168.0.169

192.168.0.175

11.22.33.101
192.168.0.81

11.22.33.102

192.168.0.180

192.168.0.166
192.168.0.188

WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
WDX-00189C05...
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IP  Setup Web Browser Device Info Factory Default
⑤ ⑩③

Password :

OK

●●●●●⑥

Password

Password :

⑧

⑨

IP Setup

DHCP Static IP

Device Name : WDX-00189C0500F1

00-18-9c-05-00-f1

192.168.0.169

255.255.255.0

192.168.0.1

Apply Cancel

MAC Address : 

IP Address :

Subnet Mask :

GateWay :

1. Drill four holes with the template sheet on a wall (or a window frame).
2. Drill the center hole with the template sheet on a wall.
3. Secure the angled camera mounting bracket.
4. Insert the IP pigtail cable through the wall.
5. Connect the HSD-USB extension cable to the control box.
6. Secure the camera assembly using the double sided tape.

Access the IP Camera Setup page on Web Viewer

TEMPLATE SHEETSize ø40
Size ø7

Double-sided Tape

Camera Assembly


